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1
PORTABLE ELECTRONIC DEVICE HOLDER

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a national stage application of PCT/
KR2012/000091 filed on Jan. 4, 2012, which claims priority
of Korean patent application number 20-2011-0000256,
20-2011-0008720, and 10-2012-0000965 filed on Jan. 11,
2011, Sep. 28, 2011, and Jan. 4, 2012, respectively. The
disclosure of each of the foregoing applications is incorpo-
rated herein by reference in its entirety.

TECHNICAL FIELD

The present invention relates, in general, to portable elec-
tronic device holders and, more particularly, to a portable
electronic device holder which is attached to a rear surface of
a portable electronic device such as a smartphone, a tablet
computer, etc. to enable a user to stably hold the portable
electronic device.

BACKGROUND ART

Recently, the market for portable electronic devices such as
smartphones, tablet computers, etc. has been increasingly
growing. Users who use portable electronic devices are also
interested in associated accessories. As examples, there are
display protection films, different kinds of protective casings,
etc. Particularly, the reason why a protective casing is used for
such an electronic device is because, for example, when the
electronic device falls, damage to the electronic device can be
reduced, at least somewhat. However, such conventional cas-
ings are provided to protect electronic devices when falling
events occur, rather than preventing the falling events from
occurring.

An example of a conventional technique was proposed in
Korean Utility Model Application No. 20-2008-0013117
(Application date; Sep. 30, 2008), entitled “Cellular phone
holder”. This technique will be explained with reference to
FIG. 1.

The cellular phone holder according to the conventional
technique includes: a rotating member 100 which is attached
at one side thereof to a rear surface of a cellular phone and
includes a pair of disk 110 and 120 the central portions of
which are connected to each other so as to be rotatable with
respect to each other; a planar fastening member 200 which is
fastened to the other side of the rotating member 100; and a
holding strap which is made of an elastic material such as
rubber, and opposite ends of which are coupled to respective
opposite ends of the planar fastening member 200. When
using the cellular phone, a user can place some fingers in the
holder and thus more stably hold the cellular phone.

This conventional cellular phone holder is configured for
the user to be required to use the entirety of one hand. Fur-
thermore, in the associated specification, the coupling of the
holding strap to the planar fastening member is not clearly
illustrated.

Moreover, the conventional cellular phone holder merely
enables the user to hold the cellular phone but cannot be used
as a means for placing the cellular phone on a support surface
such as a table at an inclination angle, for example, when the
user watches audiovisual content using the cellular phone. In
other words, even if the cellular phone is placed on the sup-
port surface at an inclination angle using the cellular phone
holder, it cannot provide an appropriate angle at which the
cellular phone is placed.
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2
DISCLOSURE

Technical Problem

Accordingly, the present invention has been made keeping
in mind, the above problems occurring in the prior art, and an
object of the present invention is to provide a holder which
has two functions of making it possible for a user to conve-
niently and stably hold a portable electronic device, and for
the portable electronic device to be placed on a support sur-
face at an inclination angle.

Technical Solution

In order to accomplish the above object, in a first embodi-
ment, the present invention provides a holder for a portable
electronic device, including: a base plate having an adhesive
pad on a lower surface thereof, the adhesive pad being
attached to a rear surface of the portable electronic device;
and an annular holding part having a ring to be placed on a
finger of a user, and a coupling protrusion provided on a lower
end of the ring, the coupling protrusion being inserted into
and coupled to the coupling hole, A ‘C’-shaped retainer ring
is tightly fitted over a circumferential outer surface of an end
of the coupling protrusion that has been inserted into the
coupling hole.

In a second embodiment, a locking stopper may be pro-
vided on an end of the coupling protrusion.

In a third embodiment, the coupling hole may have: a
through hole having a predetermined diameter so that the
locking stopper of the coupling protrusion can be inserted
into the through hole; and a slide slot extending from the
through hole.

In a fourth embodiment, the base plate and the annular
holding part may be coupled to each other by a snap button
coupling structure.

In a fifth embodiment, the present invention provides a
holder for a portable electronic device, including: a base plate
having an adhesive pad on a lower surface thereof, the adhe-
sive pad being removably attached to a rear surface of the
portable electronic device; a connector having a rotating plate
coupled to the base plate so as to be rotatable in a horizontal
direction, and a protruding part provided on a circumferential
outer edge of the rotating plate, the protruding part having a
polygonal through hole; and a ring integrally having a con-
nection part coupled to the polygonal through hole, the con-
nection part having a polygonal cross-section corresponding
to the polygonal through hole.

Advantageous Effects

According to the present invention, auser can place a finger
in a ring of a holder attached to a rear surface of an electronic
device so that the portable electronic device can be conve-
niently held and used.

Furthermore, the present invention makes it possible for
the user to stably hold and use the electronic device without
concern of dropping the electronic device.

In addition, because the user can reliably hold the elec-
tronic device, it can be fundamentally prevented from falling
through carelessness.

Moreover, the holder of the present invention enables the
electronic device to be placed on a support surface such as a
table at a desired inclination angle.

DESCRIPTION OF DRAWINGS

FIG. 1is aview illustrating a conventional hand holder for
cellular phones;



US 9,179,565 B2

3

FIGS. 2 through 4 are views illustrating a portable elec-
tronic device holder according to a first embodiment of the
present invention;

FIGS. 5 through 7 are views showing the usage of the
portable electronic device holder according to the present
invention;

FIG. 8 is a view illustrating a portable electronic device
holder according to a second embodiment of the present
invention;

FIGS. 9 and 10 are views illustrating a portable electronic
device holder according to a third embodiment of the present
invention;

FIG. 11 is a view illustrating a portable electronic device
holder according to a fourth embodiment of the present inven-
tion;

FIG. 12 is a view illustrating an additional element of the
portable electronic device holder according to the second
through fourth embodiments of the present invention;

FIGS. 13 and 15 are views illustrating a portable electronic
device holder according to a fifth embodiment of the present
invention;

FIGS. 16 and 17 are views showing the operation of the
portable electronic device holder according to the fifth
embodiment of the present invention;

FIGS. 18, 194 and 195 are views showing the usage of the
portable electronic device holder according to the fifth
embodiment of the present invention;

FIGS. 20 and 21 are views illustrating a portable electronic
device holder according to a sixth embodiment of the present
invention;

FIGS. 22 and 23 are views showing the operation of the
portable electronic device holder according to the sixth
embodiment of the present invention;

FIGS. 24 and 25 are views showing the usage of the por-
table electronic device holder according to the sixth embodi-
ment of the present invention;

FIGS. 26 through 2856 are views illustrating a portable
electronic device holder according to a seventh embodiment
of the present invention;

FIGS. 29 through 31 are views showing the operation of the
portable electronic device holder according to the seventh
embodiment of the present invention;

FIGS. 32 and 33 are views showing the usage of the por-
table electronic device holder according to the seventh
embodiment of the present invention;

FIGS. 34 through 365 are views illustrating a portable
electronic device holder according to an eighth embodiment
of the present invention;

FIGS. 37 through 39 are views showing the operation or the
portable electronic device holder according to the eighth
embodiment of the present invention;

FIGS. 40 and 41 are views showing the usage of the por-
table electronic device holder according to the eighth embodi-
ment of the present invention;

FIGS. 42 and 43 are views illustrating a fastening sleeve of
the portable electronic device holder according to she eighth
embodiment of the present invention; and

FIGS. 44a, 44b, and 45 are views illustrating protrusions
formed on a portion of the portable electronic device holder
according to the eighth embodiment of the present invention.

BEST MODE

Referring to FIGS. 2 through 4, a portable electronic device
holder (hereinafter referred to as ‘holder’) according to a first
embodiment of the present invention is designated by refer-
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ence numeral 100. The holder 100 includes a base plate 110
and an annular holding part 120.

An adhesive pad P which is removably attached to a rear
surface of a portable electronic device (not shown) is pro-
vided under the base plate 110. The base plate 110 is not
limited to a special shape, and it may preferably have a rect-
angular shape as shown in the drawings. A coupling hole 10 is
formed in the base plate 110.

The annular holding part 120 includes an annular ring 122
and a coupling protrusion 20 which is provided on a lower end
of the annular ring 122. The annular ring 122 is placed on a
finger (typically, the middle finger or the index finger) of a
user.

The ring 122 may have a size such that it is capable of being
put on two or more fingers. In other words, the ring 122 may
be formed such that two or more fingers, for example, the
middle finger and the index finger or the middle finger and the
ring finger, can be placed in the ring 122.

The coupling protrusion 20 has a cylindrical shape and is
coupledto the coupling hole 10 of the base plate 110. After the
coupling, a ‘C’-shaped retainer ring R is tightly fitted over a
circumferential outer surface of an end of the coupling pro-
trusion 20 so as to prevent the coupling protrusion 20 from
being undesirably removed from the coupling hole 10.
Thereby, the annular holding part 120 of the first embodiment
can be reliably fastened to the base plate 120.

FIGS. 5 through 7 are views showing an example of the
usage of the holder according to the present invention. As
stated above, the holder 100 is attached to the rear surface of
the portable electronic device. The user can put a finger into
the annular holding part 120 of the holder 100 and use the
electronic device. In this case, the user can use the electronic
device without concern of dropping the electronic device
through carelessness. Furthermore, as shown in FIG. 7, the
holder 100 can function as a simple device rest. For reference,
the usage of the holder illustrated, in FIGS. 5 through 7 can
also be applied to other embodiments of the present invention
in the same manner.

Hereinafter, several other embodiments of the present
invention will be explained. In the following description, if
possible, the same reference numerals and terminologies of
elements as those of the first embodiment will be used for
consistency and convenience of explanation. The following
embodiments are configured such that the annular holding
part 110 is removably coupled to the base plate 120, unlike
that of the first embodiment.

FIG. 8 is a view illustrating a holder 100 according to a
second embodiment of the present invention. The basic con-
struction of the second embodiment remains the same as that
of'the first embodiment. A base plate 110 has a coupling hole
10 in the same manner as that of the first embodiment. A
coupling protrusion 20 provided with a locking stopper 22 on
an end thereof is provided under a lower end of the annular
holding part 120. The diameter of a portion of the coupling
protrusion 20 that includes the locking stopper 22 is larger
than that of the coupling hole 10. The coupling protrusion 20
is tightly fitted into the coupling hole 10 of the base plate 110.
Therefore, unlike the first embodiment, the second embodi-
ment does not require a separate ‘C’-shaped retainer ring R.

FIG. 9 is a view illustrating a holder 100 according to a
third embodiment of the present invention. The basic con-
struction of the third embodiment is the same as that of the
second embodiment. However, as shown in F1G. 10, the cou-
pling hole 10 of the base plate 110 has a through hole 11 and
a slide slot 12 which extends a predetermined length with a
lesser width than the diameter of the through hole 11. A
locking stopper 22 of a coupling protrusion 20 can be easily
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inserted into the through hole 11 without force being applied
thereto. After the coupling protrusion 20 has been inserted
into the through hole 11, it is pushed, in a sliding manner, in
a direction (a longitudinal direction) in which the slide slots
12 extends. Then, the coupling protrusion 20 is not removed
from the slide slot 12, because the diameter of the locking
stopper 22 is greater than the width of the slide slot 12.

FIG. 11 is a view illustrating a holder 100 according to a
fourth embodiment of the present invention. In the fourth
embodiment, an annular holding part 120 is coupled to a base
plate 110 by a snap button coupling method. For this, a snap
hole 10q is formed in the base plate 110. A snap protrusion
20a which is fitted into the snap hole 10aq is provided under a
lower end of an annular holding part 120.

As stated above, the holders 100 according to the second
through fourth embodiments are configured such that the
annular holding part 120 is separably coupled to the base plate
110. Therefore, it is preferable that the holder 100 is provided
with an additional means for preventing the annular holding
part 120 from being lost after having been separated from the
base plate 110. Referring to FIG. 12, the annular holding part
120 is connected to the electronic device by an elastic string
S. As such, in the case where the elastic string S connects the
annular holding part 120 to the electronic device, the user may
place a finger in the annular holding part 120 that was sepa-
rated from the base plate 110 while using the electronic
device.

Meanwhile, a portable electronic device 200 holder
according to a fifth embodiment of the present invention is
configured such that it can be attached to a rear surface of a
portable electronic device 202 such as a smartphone or a
tablet computer, whereby the user can easily and stably hold
the portable electronic device 202 using a finger.

As shown in FIGS. 13 through 15, the holder 200 according
to this embodiment includes a base plate 210 provided with an
adhesive pad 212, a ring 220 provided with a connection part
230, and a connector 240.

The adhesive pad 212 is provided on a lower surface of the
base plate 210 so as to make it possible to removably attach
the holder 200 to the rear surface of the portable electronic
device 202.

The adhesive pad 212 is directly attached to the portable
electronic device 202 and, more preferably, it is reliably
adhered to the portable electronic device 202 by an adhesive
material applied to the pad 212.

The adhesive pad 212 is protected by non-adhesive paper
before it is used. To use the adhesive pad 212, the non-
adhesive paper is first removed therefrom before it is adhered
to the rear surface of the portable electronic device 202.

In the drawing, although the base plate 210 has been illus-
trated as having a rectangular shape, it is not limited to a
special shape.

A coupling hole 214 is formed in the base plate 210.

The connector 240 provided with the ring 220 is integrally
inserted into and coupled to the coupling hole 214 of the base
plate 210.

In detail, the connector 240 is coupled to the coupling hole
214 of the base plate 210 by a rotating shaft 250. The con-
nector 240 is configured in such a way that a protruding part
242 is integrally provided on a circumferential outer edge of
a rotating plate 244.

The connector 240 is provided with the ring 220 which is
used for the user to reliably hold the portable electronic
device 202.

The ring 220 has an integrated ring shape having a through
hole in which the finger of the user is placed to allow the user
to hold the portable electronic device.
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The annular ring 220 is placed on a finger (typically, the
middle finger or the index finger) of the user.

Moreover, the ring 122 may have a size such that it is
capable of being put on two or more fingers. In other words,
the ring 122 may be formed such that two or more fingers, for
example, the middle finger and the index finger or the middle
finger and the ring finger, can be placed in the ring 122.

The connection part 230 having a polygonal shape is
formed in a predetermined portion of the ring 220 and is
inserted into the protruding part 242 of the connector 240.

The ring 220 has a circular shape, and the connection part
230 is formed by linearly extending a predetermined portion
of'the circular ring 220.

Referring to FIGS. 16 and 17, the connection part 230 is
disposed in the protruding part 242 so that the ring 220 can be
tilted or rotated with respect to the base plate 210.

Here, the protruding part 242 is made of hard rubber to
provide sufficient frictional force with regard to the tilting of
the ring 220.

The protruding part 242 has a polygonal through hole 246
corresponding to the connection part 230 therein. The sur-
faces defining the polygonal through hole 246 make contact
and friction with the surfaces of the connection part 230 when
the connection part 230 rotates in the protruding part 242.

Each of the connection part 230 and the protrusion part 242
has a polygonal cross-section, which preferably has three or
more sides.

As shown in FIG. 194 and 1954, the holder 200 of the
present invention can also function as a simple device rest.

When the holder 200 is placed on the support surface, the
ring 220 provides force to support the electronic device 202
so that the electronic device 202 can be placed on the support
surface at an inclination angle.

The supporting force of the ring 220 is embodied by the
polygonal cross-sectional structures of the connection part
230 and the protruding part 242.

That is, each surface of the polygonal connection part 230
makes direct contact and friction with the corresponding sur-
face of the polygonal protruding part 242, thus forming the
supporting force by which the electronic device 202 is sup-
ported on the support surface at an inclination angle.

In more detail, if the entirety of the ring 220 is circular,
when the electronic device 202 to the rear surface of which the
ring 220 is attached is placed at an inclination angle, the
supporting force of the ring 220 is insufficient to withstand
force applied from the electronic device 202 to the ring 220.

As such, if both the ring and the portion that engages with
the ring are circular, frictional force therebetween is reduced,
whereby the supporting force of the ring also becomes insuf-
ficient.

Furthermore, the ring may be configured in such a way that
a portion thereof is cut out, and a rotating protrusion is pro-
vided on each of opposite ends of the cut portions of the ring,
so that the ring is coupled to the base plate so as to be rotatable
around a horizontal axis defined by the rotating protrusions.
This case is also disadvantageous in that the horizontal axis
structure of the ring is provided only to rotate the ring around
the horizontal axis rather than being configured such that the
frictional force is increased to provide sufficient support
force.

Furthermore, in both cases, if the holder is used over a long
period of time and the ring is rotated many times, the junction
between the ring and the portion connected to the ring is worn,
and the ring may loosely slip, thus causing a problem of the
ring spinning with no friction.

To solve these problems, in the present invention, the pro-
truding part 242 of the base plate 210 and the connection part
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230 of the ring 220 that is coupled to the protruding part 242
have the polygonal cross-sectional structures so that the ring
220 can be tilted on the base plate 210 by predetermined
angles.

Thereby, the electronic device 202 can be easily placed on
the support surface such as an upper surface of a table at a
predetermined inclination angle.

Meanwhile, the protruding part 242 is integrally connected
to the circumferential outer edge of the rotating plate 244 of
the connector 240. The rotating plate 244 is fitted into the
coupling hole 214 of the base plate 210 to provide a structure
such that the connector 240 is integrally attached to the sur-
face of the base plate 210.

In detail, the connector 240 is configured to be integrally
attached to the surface of the base plate in such a way that the
rotating shaft 250 is coupled to the coupling hole 214 of the
base plate 210.

As such, the connector 240 is coupled to the coupling hole
214 of the base plate 210 by the shaft so as to be rotatable.

The connector 240 is provided on the rear surface of the
base plate 210 so as to be rotatable by 36020 with respect to
the base plate 210. Thus, the ring 220 can be rotated around
the rotating shaft 250 that is provided in the base plate 210.

The ring 220 is coupled to the protruding part 242 of the
connector 240 so as to foe rotatable by 180°.

The ring 220 can be horizontally rotated around the rotat-
ing shaft 250 by 36020 on the rear surface of the base plate
210 and vertically rotated around the protruding part 242 by
180°.

For this, the ring 220 is placed in the protruding part such
that sufficient fractional force is generated, therebetween, in
other words, the ring 220 is prevented from being loosely
rotated with respect to the protruding part, whereby only
when it is intended to rotate the ring 220 can it be rotated with
respect to the protruding part.

Meanwhile, FIG. 18 is a view illustrating the usage of the
holder 200 of the present invention. The holder 200 is
attached to the rear surface of the portable electronic device
202, as stated above. The user places a finger in the ring 220
of the holder 200 when using the electronic device 202.

Thereby, the user can use the electronic device 202 without
concern of dropping the electronic device through careless-
ness.

FIGS. 20 and 21 are views illustrating the construction of a
sixth embodiment of the present invention. The sixth embodi-
ment provides a holder 300 which allows the user to more
easily and stably hold it compared to the holder 200 of the
fifth embodiment.

The holder 300 according to the sixth embodiment is
attached to the rear surface of an electronic device such as a
smartphone or a tablet computer to enable the user to easily
and stably hold the electronic device.

The holder 300 includes a base plate 310 provided with an
adhesive pad 312, a rotating plate 344, a coupling bracket 340
and a ring 320.

The adhesive pad 312 is provided on a lower surface of the
base plate 310 so as to make it possible to removably attach
the holder 300 to the rear surface of the portable electronic
device 302.

The adhesive pad 312 is directly attached to the portable
electronic device 302 and, more preferably, it is reliably
adhered to the portable electronic device 302 with an adhesive
material applied to the pad 312.

A coupling hole 314 is formed in the base plate 310.

A rotating shaft 350 is inserted into the coupling hole 314
of'the base plate 310 so as to be horizontally rotatable on the
base plate 310. The coupling bracket 340 which is made of

20

25

35

40

45

50

55

8

rubber extends from the circumferential outer edge of the
rotating plate 350 in one direction.

The coupling bracket 340 has an approximate ‘U’ shape. A
cut space 342 is formed in a medial portion of the connection
340. A polygonal rotating depression 346 is formed in each of
the opposite inner surfaces of the space 342.

The ring 320 is coupled to the coupling bracket 340.

With regard to the coupling of the ring 320 to the coupling
bracket 340, as shown in FIG. 22, the ring 320 integrally
includes a rotating bar 330 which is coupled to the rotating
depressions 346 formed in the opposite side surfaces of the
coupling bracket 340 so that the ring 320 can be rotated by
9020 around the rotating bar 330.

The rotating bar 330 horizontally protrudes from a portion
of'the ring 320 outwards in opposite directions, and the oppo-
site ends of the rotating bar 330 are inserted into the respective
rotating depressions 346.

The rotating bar 330 has the same polygonal cross-section.
as that of the rotating depression 346.

With regard to the term ‘polygonal cross-section’, the
polygonal rotating bar 330 preferably has at least three sides.

The rotating bar 330 is disposed in the space 342 of the
coupling bracket 340 and has a shape such that it horizontally
extends outwards from a portion of the ring 320 that has a
circular shape.

Furthermore, the rotating bar 330 is inserted into the rotat-
ing depressions 346 formed on opposite sides of the space 342
so that the ring 320 can be tilted with respect to the base plate
310.

Here, the coupling bracket 340 is made of hard rubber to
provide sufficient frictional force with regard to the tilting of
the ring 320.

Each rotating depression 346 of the coupling bracket 340
has a polygonal cross-section corresponding to that of the
rotating bar 330. The surfaces defining each rotating depres-
sion 346 make direct contact and friction with the surfaces of
the rotating bar 330 when the rotating bar 330 rotates with
respect to the rotating depressions 346.

Referring to FIG. 25, the holder 300 provides supporting
force using friction contact so that, when the electronic device
302 is placed on the support surface at a predetermined incli-
nation angle, the holder 300 can support the electronic device
302 with a predetermined supporting force.

Thereby, the electronic device 302 can be easily placed on
the support surface such as an upper surface of a table at a
predetermined inclination angle.

As shown in FIGS. 22 and 23, the ring 320 can be horizon-
tally rotated around the rotating shaft 350 by 36020 on the
rear surface ofthe base plate 310 and vertically rotated around
the coupling bracket 340 by 90°.

As shown in FIG. 24, when using the ring 320 attached to
the rear surface of the portable electronic device 302, the user
places a finger in the ring 320 of the holder 300 and then is
able to conveniently use the electronic device 302. Thereby,
the user can use the electronic device 302 without concern of
dropping the electronic device through carelessness.

Furthermore, although the ring 320 is rotatably provided,
only when it is intended to rotate the ring 320 can it be rotated
vertically or horizontally on the base plate. For this, the ring
320 is coupled to the base plate such that sufficient frictional
force is generated therebetween, in other words, the ring 320
is prevented from loosely rotating with respect to the base
plate.

As a result, the user can use the electronic device 302
provided with the holder 300 without concern of dropping the
electronic device through carelessness.
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FIGS. 26 through 285 are views illustrating the construc-
tion of a seventh embodiment of the present invention.

A holder 400 according to the seventh embodiment of the
present invention includes a base plate 410 provided with an
adhesive pad 412, a rotating plate 430, a coupling block 420,
a ring 440 and a rotating sleeve 460.

The adhesive pad 412 is provided on a lower surface of the
base plate 410 so as to make it possible to removably attach
the holder 400 to the rear surface of a portable electronic
device 402.

A coupling hole 414 is formed in the base plate 410.

A rotating shaft 450 is inserted into the coupling hole 414
of'the base plate 410 so as to be horizontally rotatable on the
base plate 410. The coupling block 420 integrally extends
from the circumferential outer edge of the rotating plate 430
in one direction.

The ring 440 is coupled to the coupling block 420 and can
be rotated around the rotating shaft 450 on the base plate 410.

The coupling block 420 integrally extends from the rotat-
ing plate 430 in one direction and has a multi-bend reverse
U-shaped cross-sectional shape.

That is, the coupling block 420 has a lower depression 422
which has a polygonal cross-section and is open on a lower
end and opposite sides thereof.

The ring 440 along with the rotating sleeve 460 is coupled
to the lower depression 422.

The ring 440 includes a connection part 442 which has the
same polygonal cross-sectional shape as that of the lower
depression 422.

The rotating sleeve 460 has an upper depression 462 which
has a polygonal cross-sectional shape and is open on an upper
end and opposite sides thereof so that the connection part 442
of the ring 440 can be disposed in the rotating sleeve 460.

Here, the lower depression 422 of the coupling block 420,
the connection part 442 of the ring 440 and the upper depres-
sion 462 of the rotating sleeve 460 have the same polygonal
cross-sectional shape.

The ring 440 and the rotating sleeve 460 are made of rubber
and are coupled to the coupling block 420. The rotating sleeve
460 to which the connection part 442 of the ring 440 is
coupled is installed in the lower depression 422 of the cou-
pling block 420.

In detail, the rotating sleeve 460 is coupled to the connec-
tion part 442 of the ring 440, and the ring 440 and the rotating
sleeve 460 are installed in the lower depression 422 of the
coupling block 420.

Here, the order of the assembly process may be changed.
For example, the assembly process may be conducted in such
a way that, after the connection part 442 of the ring 440 is
disposed in the coupling block 420, the rotating sleeve 460 is
inserted into the lower depression 422 of the coupling block
420 while the upper depression 462 is fitted over the connec-
tion part 442 of the ring 440.

Meanwhile, the rotating plate 430 along with the coupling
block 420 is coupled to the base plate 410. A fastening mem-
ber 470 using a vertical coupling structure is used to couple
the rotating plate 430 to the coupling hole 414 of the base
plate 410.

The coupling block 420 that is integrally provided with the
rotating plate 430 is rotated around the fastening member
470.

As shown in FIGS. 29 through 31, the coupling block 420
along with the rotating plate 420 is coupled to the base plate
410. The ring 440 coupled to the coupling block 420 can be
rotated by 18020 around the rotating sleeve 460.

The ring 440 can be rotated by predetermined angles.
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The ring 440 can be rotated around the rotating plate 430 by
36020 on the rear surface of the base plate 410.

Furthermore, as shown in FIG. 32, using the ring 440
attached to the rear surface of the portable electronic device
402, the user places a finger in the ring 440 of the holder 400
and then is able to conveniently use the electronic device 402.

Referring to FIG. 33, the holder 400 provides supporting
force using friction contact so that, when the electronic device
402 is placed on the support surface at a predetermined incli-
nation angle, the holder 400 can support the electronic device
402 with a predetermined supporting force.

Thereby, the electronic device 402 can be easily placed on
the support surface such as an upper surface of a table at a
predetermined inclination angle.

FIGS. 34 through 365 are views showing the construction
of an eighth embodiment of the present invention.

The holder 500 according to the eighth embodiment
includes a base plate 510 provided with an adhesive pad 512,
a ring 520, a sleeve 530, a rotating cap 540 and a fastening
plate 550.

The adhesive pad 512 is provided on a lower surface of the
base plate 510 so as to make it possible to removably attach
the holder 500 to the rear surface of a portable electronic
device 502.

A coupling hole 514 which has a predetermined size is
formed in a central portion of the base plate 510.

The ring 520 has a circular shape and includes a connection
part 522 which is formed by linearly extending a predeter-
mined portion of the circular ring 520.

The connection part 522 has a polygonal cross-sectional
shape.

The sleeve 530 coupled to the connection part 522 of the
ring 520 is made of rubber, and has an upper depression 532
which has a polygonal cross-sectional shape and is open on an
upper end and opposite sides thereof so that the connection
part 522 of the ring 520 can be disposed in the sleeve 530.

The ring 520 provided with the sleeve 530 is coupled to the
base plate 510 by the rotating cap 540.

The rotating cap 540 has the same diameter as that of the
coupling hole 514 of the base plate 510, and has a lower
depression 544 which has a polygonal cross-section and
enables the ring 520 and the sleeve 530 to be inserted into the
rotating cap 540 from the lower surface of the rotating cap
540.

The lower depression 544 is formed in a medial portion of
the lower surface of the rotating cap 540, and fastening holes
542 are formed in the lower surface of the rotating cap 540 at
opposite sides of the lower depression 544.

The lower surface of the rotating cap 540 has a circular
shape and is configured such that the fastening holes 542 are
disposed on opposite sides of the lower depression 544.

Furthermore, the rotating cap 540 is coupled to the base
plate 510 by fastening the fastening plate 550 to the lower
surface of the rotating cap 540 with the base plate 510 inter-
posed between the rotating cap 540 and the fastening plate
550.

For this, the rotating cap 540 is disposed on an upper
surface of the base plate 510, and the fastening plate 550 is
disposed under a lower surface of the base plate 510. in this
state, fastening members 560 are fitted into respective fasten-
ing holes 542.

In other words, based on the base plate 510, the fastening
plate 550 is disposed at the lower position, and the rotating
cap 540 provided with the sleeve 530 and the ring 520 is
placed on the upper surface of the base plate 510. Thereafter,
the rotating cap 540 is coupled to the base plate 510 by fitting
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the fastening members 560 into the respective fastening holes
542 via the fastening plate 550.

As shown in FIGS. 37 through 39, the ring 520 coupled to
the rotating cap 540 on the base plate 510 can be rotated by
18020 around the sleeve 530.

The ring 520 can be rotated by predetermined angles.

Furthermore, the ring 520 can be rotated around the rotat-
ing cap 540 by 36020 on the rear surface ct the base plate 510.

As shown in FIG. 40, using the ring 520 attached to the rear
surface of the portable electronic device 502, the user places
a finger in the ring 520 of the holder 500 and then is able to
conveniently use the electronic device 502.

Referring to FIG. 41, the holder 500 provides supporting
force using friction contact so that, when the electronic device
502 is placed on the support surface at a predetermined incli-
nation angle, the holder 500 can support the electronic device
502 with predetermined supporting force.

Thereby, the electronic device 502 can be easily placed on
the support surface such as an upper surface of a table at a
predetermined inclination angle.

Referring to FIGS. 42 and 43, in a modification of the
sleeve 530, a fixing sleeve 570 may be provided around the
connection part 522 ofthe ring 520 in such a way that if covers
the connect ion part 522.

The fixing sleeve 570 is made of rubber and covers the
connection part 522 with a rectangular shape.

The fixing sleeve 570 that is integrally coupled to the
connection part 522 of the ring 520 is installed in the lower
depression 544 of the rotating cap 540.

As such, in this modification, because the fixing sleeve 570
is integrated with the connection part 522, the coupling of the
ring to the lower depression 544 of the rotating cap 540 can be
facilitated.

After the fixing sleeve 570 coupled to the connection part
522 of the ring 520 has been inserted into the lower depres-
sion 544 of the rotating cap 540, the rotating cap 540 is placed
onthe upper surface ofthe base plate 510 and is coupled to the
base plate 510 in such a way that the fastening plate 550 is
placed under the lower surface of the base plate 510 and the
fastening members 560 are fitted into the respective fastening
holes 542 via the fastening plate 550.

Meanwhile, referring to FIGS. 44a, 445, and 45, in a modi-
fication of the connection part 522 of the ring 520, a plurality
of'protrusions 580 are provided on the connection part 522 of
the ring 520.

The protrusions 580 may be arranged on each surface of the
connection part 522 in such a way that they are aligned with
each other. Alternatively, the protrusions 580 may be
arranged in a zigzag manner in such a way that they are not
aligned with each other.

A fixing sleeve 570 is provided around the connection part
522 provided with the protrusion 580. In this case of the
holder 500, when the ring is rotated, friction is generated
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between the inner surface of the fixing sleeve 570 and the
protrusions. Thereby, the rotation of the ring can be reliably
adjusted by predetermined angles. Moreover, when the elec-
tronic device 502 is placed on the support surface at a prede-
termined inclination angle, the holder 500 can more reliably
support the electronic device 502.

Although the preferred embodiments of the present inven-
tion have been disclosed for illustrative purposes, those
skilled in the art will appreciate that the present invention is
not limited to the constructions and operation illustrated in
the embodiments, and various modifications, additions and
substitutions are possible, without departing from the scope
and spirit of the invention as disclosed in the accompanying
claims. Therefore, these modifications, additions and substi-
tutions must also be regarded as falling within the bounds of
the present invention.

Industrial Applicability

The present invention provides a holder which is attached
to the rear surface of a portable electronic device such as a
smartphone, a tablet computer, etc. to enable a user to stably
hold the portable electronic device.

The invention claimed is:

1. A holder for a portable electronic device, comprising:

a base plate having an adhesive pad on a lower surface
thereof, the adhesive pad being removably attached to a
rear surface of the portable electronic device;

a rotating plate coupled to the base plate so as to be rotat-
able in a horizontal direction and a coupling block inte-
grally provided on a circumferential outer edge of the
rotating plate, the coupling block having a lower depres-
sion therein, the lower depression having a polygonal
cross-section and being open on a lower end and oppo-
site sides thereof;

a ring integrally provided with a connection part having a
polygonal cross-section corresponding to the polygonal
cross-section of the lower depression; and

a rotating sleeve having an upper depression therein, the
upper depression having a polygonal cross-section and
being open on an upper end and opposite sides thereof so
that the connection part of the ring is inserted into and
coupled to the upper depression.

2. The holder according to claim 1, wherein the rotating
sleeve coupled to the connection part of the ring is inserted
into and fixed in the lower depression of the coupling block.

3. The holder according to claim 1, wherein the rotating
plate is coupled to a coupling hole of the base plate by a
fastening member having a vertical coupling structure, and

the coupling block is rotated around the rotating plate
coupled to the fastening member.
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